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Electrical requirements for installation site: 
 
Mandatory requirements for installation site according to VdTÜV leaflet  Elevators 
103 or EN 81-41:2004: 
 

- Socket outlet 230V /50Hz protected minimum. B13 for maintenance work near 
to the lowest station. 

- Error current – protection (FI) with minimum >= 100mA release current. 
- Main switch with 2 poles, minimum 25A to disconnect all poles of the main 

power supply (supply line). This switch must be lockable and is exclusively 
installed fort he power supply of the elevator. The power supply for lighting 
and socket outlet must remain life for  maintenance work. 

- Overvoltage protection device type „C“ to protect against external overvoltage  
from the supply line. (to be installed in the house terminal resp. the nearest 
sub-terminal. 

- Grounding for potential equalisation minimum 4mm². 
- Maximum grounding resistance: 3 ohm 
- Lightning protection is necessary for outdoor installation of the elevator.. 

 
- Only for installations with isolated neutral point ( IT-nets): Cut-off transformer 

minimum approx. 4000VA. 
 
Additional requirments: 
 

- For externally mounted calling stations : cable with a minimum of 5x1,5 mm². 
- No grounding necessary. (low voltage). 
 

 
Electrical characteristics: 
 
Nominal voltage: 230V / 50Hz 
Nominal current: 22,3 A 
Max. current consumption: 27,2 A shortterm 
Nominal power: 2,2 kW 
Cross section: Min. 3x4 mm² 
Pre-fuse: Min. C25 – Max. C35 
Error-current- protection Min. 100mA release current 
Control voltage: 24Vdc – short curcuit proof 
 

I agree to the execution as shown at the drawing:

date, signature:     .......................................................................................

servelift V10:
- platformsize 1000x1400 mm
- max. load capacity 375 kg
- smooth start and stop
- 2 stops, 2 call stations
   - lower stop:
      - manual revolving door
      - inner door width 967x2074 mm
   - upper stop:
      - manual revolving door
      - inner door width 967x2074 mm
- preparations for emergency telephone
- illuminated emergency-off button
- safety switch and door un-lock for maintenance work
- shaft made of aluminium profiles and safety glass
- shaft top with lights and ventilation
- all visible surfaces powdercoated RAL ????
- electrical switch box RAL 7035, with heating

by Hissipörssi OY:
- support bracket for lift fixing
- transport
- installation

Hissipörssi OY, Ritariperhonen         outdoor unit

electrical switch box RAL 7035
(approx. 500x500x210 mm)
mounted in a max distance of
5000 mm to hte electric engine.
engine is at the side of the lift
guide down in the lift pit!

emergency wheel
(demountable)

lower station:
- manual revolving door
- inner door width 967x2074 mm

upper station:
- manual revolving door
- inner door width 967x2074 mm

lower call station:
- transponder reader
- call button

upper call station:
- transponder reader
- call button

lift controll:
- transponder reader
- illuminated emergency-off switch
- drive button "UP"
- drive button "DOWN"
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(by Hissipörssi OY)

lift unit 90517


